
Case: JEDEC DO-214AC molded plastic body
Terminals: Plated axial leads, solderable per MIL-STD-750,
Method 2026
Polarity: Color band denotes cathode end
Mounting Position: Any
Weight:0.003 ounce, 0.093 grams
             0.004 ounce, 0.111 grams   SMA(H)

The plastic package carries Underwriters Laboratory
Flammability Classification 94V-0
For surface mounted applications
Ultra fast switching for high efficiency
Low reverse leakage
Built-in strain relief,ideal for automated placement
High forward surge current capability
High temperature soldering guaranteed
250 C/10 seconds at terminals

FEATURES

MECHANICAL DATA

Note:1.Reverse recovery condition I
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FIG. 5-TYPICAL JUNCTION CAPACITANCE FIG. 6-TYPICAL TRANSIENT THERMAL IMPEDANCE

FIG. 3-TYPICAL INSTANTANEOUS FORWARD
CHARACTERISTICS

NUMBER OF CYCLES AT 60 Hz

FIG. 2-MAXIMUM NON-REPETITIVE PEAK FORWARD
SURGE CURRENT

FIG. 1- FORWARD CURRENT DERATING CURVE
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FIG. 4-TYPICAL REVERSE CHARACTERISTICS
IN

S
TA

N
TA

N
E

O
U

S
 R

E
V

E
R

S
E

 C
U

R
R

E
N

T,
M

IC
R

O
A

M
P

E
R

E
S

TR
A

N
S

IE
N

T 
TH

E
R

M
A

L 
IM

P
E

D
A

N
C

E
,

C
/W

AMBIENT TEMPERATURE,  C

TJ=25 C
PULSE WIDTH=300 ms
1%DUTY CYCLE

8.3ms SINGLE HALF SINE-WAVE
(JEDEC Method)

US1A-US1D
US1G
US1J-US1M
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SURFACE MOUNT FAST RECOVERY RECTIFIER
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